
Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck

of the absorption box must be closed. Remove the dust protection shortly

before installing the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption

boxes are available for all conventional dry walls.
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the
absorption box must be closed. Remove the dust protection shortly before installing the

air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are

available for all conventional dry walls.
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the

absorption box must be closed. Remove the dust protection shortly before installing
the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are

available for all conventional dry walls.
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of

the absorption box must be closed. Remove the dust protection shortly
before installing the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes

are available for all conventional dry walls.
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the

absorption box must be closed. Remove the dust protection shortly before installing
the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are

available for all conventional dry walls.
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the

absorption box must be closed. Remove the dust protection shortly before installing
the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are
available for all conventional dry walls.

4
9

damper
(optional)

absorption box

air guide profile

1.5

detail X,

2
4

75

installation depth

scale 1:5

box length KL = L+12 = 1012

discharge profile length L = 1000
frame length RL = L+30 = 1030

wall grid

4
9

A

Ø78

253 506

Ø78

= =

absorption box

air guide profile

1.5

detail X,

2
4

75

installation depth

scale 1:5

wall opening, scale 1:7.5

scale 1:7.5front view,

post profile
top view

installation in room partition wall
section A,

officecorridor

scale 1:7.5

1014
+3

4
0+
1

6
0

end bracket

m
a

x.
 4

0
0

40

100

2
8

0

50
25

X

= =

60*

*socket can be extended

Wall air passage INDULSNAP
Combination wall air passage type V24 K for supply- and extract air  - nominal length 1000 mm

32218802322.dwgCAD-Nr.: - technical modifications reserved - proved: drawn:Wnuk / 10.03.20 Pankratz / 10.03.20

Tel. (0711) 8109-0              

70469 Stuttgart               
Heilbronner Strasse 380 - 388
Kiefer Klimatechnik GmbH

www.kieferklima.de          



Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the

absorption box must be closed. Remove the dust protection shortly before installing
the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are

available for all conventional dry walls.

4
9

damper
(optional)

absorption box

profile

1.5

detail X,

2
4

75

installation depth

scale 1:5
air guide

box length KL = L+12 = 1212

discharge profile length L = 1200
frame length RL = L+30 = 1230

wall grid

4
9

A

top view
Ø78

303 606

Ø78

= =

absorption box

wall opening,scale 1:7.5

scale 1:7.5front view,

post profile

end bracket

installation in room partition wall
section A,

officecorridor

scale 1:7.5

1214
+3

4
0+1

6
0

m
a

x.
 4

0
0

40

100

2
8

0

50
25

X

= =

60*

*socket can be
extended

Wall air passage INDULSNAP
Combination wall air passage type V24 K for supply- and extract air  - nominal length 1200 mm

32218802323.dwgCAD-Nr.: - technical modifications reserved - proved: drawn:Wnuk / 10.03.20 Pankratz/10.03.20

Tel. (0711) 8109-0              

70469 Stuttgart               
Heilbronner Strasse 380 - 388
Kiefer Klimatechnik GmbH

www.kieferklima.de          



frame length RL = L+30 = 580
discharge profile length L = 550

A end bracket

7
0

Ø98

box length KL = L+12 = 562
wall grid

wall opening, scale 1:7.5

scale 1:7.5front view,

post profiletop view

installation in room partition wall
section A,

officecorridor

scale 1:7.5

6
1+1

564
+3

6
0

m
a

x.
 4

0
0

40

100

2
8

0

50
25

X

60*

Installation information:

*socket can be extended

Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the
absorption box must be closed. Remove the dust protection shortly before installing

the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are
available for all conventional dry walls.
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Wall air passage INDULSNAP
Single wall air passage type V45 E for supply- or extract air  - nominal length 550 mm
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frame length RL = L+30 = 890
discharge profile length L = 860
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the

absorption box must be closed. Remove the dust protection shortly before installing
the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are

available for all conventional dry walls.
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frame length RL = L+30 = 1030
discharge profile length L = 1000
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*socket can be extended

Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the
absorption box must be closed. Remove the dust protection shortly before installing
the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are
available for all conventional dry walls.
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Single wall air passage type V45 E for supply- or extract air  - nominal length 1000 mm
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frame length RL = L+30 = 1230
discharge profile length L = 1200
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the
absorption box must be closed. Remove the dust protection shortly before installing

the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are
available for all conventional dry wall.
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Single wall air passage type V45 E for supply- or extract air  - nominal length 1200 mm
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the

absorption box must be closed. Remove the dust protection shortly before installing
the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are

available for all conventional dry walls.
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the
absorption box must be closed. Remove the dust protection shortly before installing

the air guide profiles, in dust-free rooms.

*socket can be extended

Wall air passage INDULSNAP
Combination wall air passage type V45 K for supply- and extract air  - nominal length 860 mm
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the
absorption box must be closed. Remove the dust protection shortly before installing

the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are
available for all conventional dry walls.
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the
absorption box must be closed. Remove the dust protection shortly before installing

the air guide profiles, in dust-free rooms.

- Other dimensions on request (max. box length 1500 mm). Absorption boxes are
available for all conventional dry walls.
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Installation information:

- To prevent noise bypass, the gap between the wall opening and the neck of the

*socket can be
extended

Wall air passage INDULSNAP
Combination wall air passage type V45 K for supply- and extract air  - nominal length 1200 mm
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Installation note:
1.) install air guide profiles in installation

     opening with mounting bracket

2.) turn bracket 90°
3.) screw on

Wall air passage INDULSNAP
Air guide profile design W/D for installation in pressure ceilings and wall paneling (without absorptions box)

scale 1:5

32218802381.dwgCAD-Nr.: - technical modifications reserved - proved: Wnuk / 10.03.20 Pankratz / 10.03.20drawn:

Tel. (0711) 8109-0              

70469 Stuttgart               
Heilbronner Strasse 380 - 388
Kiefer Klimatechnik GmbH

www.kieferklima.de          


	Pläne und Ansichten
	.01

	Pläne und Ansichten
	.01

	Pläne und Ansichten
	.01

	Pläne und Ansichten
	.01

	Pläne und Ansichten
	Layout 01

	Pläne und Ansichten
	Layout 01

	Pläne und Ansichten
	Layout 01

	Pläne und Ansichten
	Layout 01

	Pläne und Ansichten
	Layout 01

	Pläne und Ansichten
	Layout 01

	Pläne und Ansichten
	Layout 01

	Pläne und Ansichten
	Layout 01

	Pläne und Ansichten
	Layout 01

	Pläne und Ansichten
	Layout 01

	Pläne und Ansichten
	Layout 01


